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Key aspects

üInter ïDC Connections ïVia CSP (WAN)

üBE free and zero frame loss transmission

üLatency

üBandwidth

üIntra ïDC Connections (LAN)

üTransceiver validation

üBE free and zero frame loss transmission

üLatency

Test Equipment in DC Environment  L2
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Inter-DC - iSAM
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EtherSAM Overview
ITU-T Y.1564

Phase 1 ïServiceConfiguration Test (Ramp 
Test)

Objective: Validate the network configuration 
of each defined services (rate limiting, traffic 
shaping, QoS)

Methodology: For each service, a ramp test 
is used to gradually reach and exceed the CIR 
. KPIs are measured against a threshold

40G/100G Metro 
Network

Ramp repeated for each service

All SLA parameters measured at each step (Throughput, 
Latency, Frame Loss, Jitter, OoS), Pass/Fail result

~ 1 Minute per Service
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EtherSAM Overview
ITU-T Y.1564

40G/100G Metro 
Network

Phase 2 ïService Performance Test 

Objective: Validate the QoSof each 
defined service and prove SLA 
conformance

Methodology: All services are 
generated at once to their CIR and all 
KPIs are measured

All SLA measured 
throughout the test 
(Throughput, Latency, 
Frame Loss, Jitter, 
OOS), Pass/Fail result

Typical 15 Minutes, but 

can be shorter


